
•Frequency Band         880-960MHz

                                     1710-1890MHz

                                     1850-1990MHz

•VSWR                         ≤3.0

•Gain With Set(Max.)            3dBi

•Polarization                           Linear

•Impedance                     50 Ohm nominal

•Power Input(Max)        3W                 

•Material                        Holder+Metal

•Storage Temperature         -30°~ +70°C
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•Frequency Band       880-960;1710-1890;

                                     1850-1990MHz

•VSWR                                  ≤3.0

•Gain With SET(Max.)           3dBi

•Polarization                           Linear

•Impedance                     50 Ohm nominal

•Power Input(Max)         3W   

•Material                        Holder+Metal

•Storage Temperature         -30°~ +70°C
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•Frequency Band       880-960MHz

                                     1710-1880MHz                       

•VSWR                                  ≤3.0

•Gain with  set(Max.)              3dBi

•Polarization                           Linear

•Impedance                     50 Ohm nominal

•Power Input(Max)             3W

•Material                           Holder+Metal                                              
•Storage Temperature         -30°~ +70°C
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•Frequency Band      880-960MHz

                                    1710-1880MHz                       

•VSWR                                  ≤3.0

•Gain (Max.) With SET          3dBi

•Polarization                           Linear

•Impedance                     50 Ohm nominal

•Power Input(Max)                    3W

•Material                           Holder+Metal

•Storage Temperature         -30°~ +70°C
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•Frequency Band       2400-2500MHz                                         

•VSWR                                  ≤3.0

•Gain  With set(Max.)             3dBi

•Polarization                           Linear

•Impedance                     50 Ohm nominal

•Power Inter (Max)         3w     

•Material                         FPC(0.18mm)

•Color                              Black/other

•Storage Temperature     -30°~ +70°C
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